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'PRELIMINARY INVESTIGATION OF SUPERSONIC DIFFUSERS

By Arthur Kantrowitz and Coleman duP. Donaldson
SUMMARY

The deceleration of alr from supersonic velocities
in channels has been studied. It has become apparent
that a normal shock in the diverging part of the diffuser
is probably necessary for stable flow, and ways of mini-
mizing the Intensity of thls shock have been developed.
The effect of various geometrical parameters, especially
contraction ratio in the entrance reglon, on the verform-
ance of supersonic diffusers has been investigated.

By the use of these results, diffusers were designed.
which, starting without initial boundary layer, recovered
90 percent of the kinetic energy In supersonic salr streams
up to a Maeh number of 1.85.

INTRODUCTION

The deceleration of air from supersonilc to subsonic
veloclities is & problem that is encountered in the design
of high~speed rotary compressors and supersonic air Intskes,
The effleclency of the supersonlec diffusers used to accom-
plish this deceleration has an important effect on the-
performance of these mechines. The present study is
intended to provide information upon which to design
efficlent supersonic diffusers for use in cases in which
the flow starts without initial boundary layer.

The avallable data on supersonlic diffusers sare very
meagor and are reviewed by Crocco in reference 1. This
review indicates that, in the deceleration of alr from
supersonic velocities, the totdl-head losses are so large
as to lmpalr seriously the efficiency of machines employing
this process. The experiments reported in reference 1 were
primarily designed to serve the needs of supersonic wind
tumnels, and therefore only diffusers starting with initial
boundary layer were considered.
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FLOW IN A SUPERSONIC DIFFUSER

Stability.~ In a Laval nozzle the gases start at a
low velocity, are accelerated to the velocity of sound in

the converging part of the nozzle, and are accelerated to
supersonic velocitles in the diverging part of the nozzle.
The supersonic velocities reached can be calculated approx-
imately from the isentropic-mags-flow curve of figure 1 and
the geometry of the nozzle., It is well known that, for
shock=free flow, experiment is in good agreement with this
one=dimensional isentropic theory although, since the
boundary layer thickens in the diverging part of the nozzle,
the Mach numbers reached may be a little lower than the
values calculated. Two-dimensional nozzles can be designed
by the Prandtl-Busemenn method (reference 2) to give
essentially shock-free expanslons, which can be obtained
experimentally provided no moisture-condensation effects
are present.

It might be supposed that the flow in a nozzle designed
by the Prandtl-Busemann method could be reversed and, if
proper allowance were made for boundary-layer displacement
thickness, a smooth deceleration through the speed of
sound obtained. A flow of this type is, however, unstable
in the sense that it 1s unattainable in practice. Consider
that a flow of this type has been established. (See
fig., 2(a).) In this flow pattern the mass flow per unit
area through the throat is the maximum possible for the
given state and velocity of the zas enterlng the diffuser.
As long as the flow entering the dirffuser 1s supersonic,
the entering mass flow would be unaffected by events down-
stream, A transient disturbance propagated upstream from
the subsonic region would, however, reduce the mass flow
at least temporarily in the velocity-olf-sound region,

Thus, & disturbance would result in an accumulation of -
ailr ahead of the throat. The perturbation of the original
isentropic flow produced by this accumulation of air would
prevent the mass flow from returning to its inltial max-
imum value; thus, air would continue to accumulate ashead

of the throat until the mass flow entering the diffuser

was reduced. In the case of a supersonic diffuser immersed
in a supersonic stream as in the experimental arrangement
described later, this would necessitate the formation of

a normal shock ahead of the diffuser and, in other arrange-
ments, would likewise necessitate drastic changes in the
flow pattern. From the discussion of the starting of
supersonic flows in diffusers given later, it will be seen
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that these changes are irreversible (certainly in the
experimental arrangement described later and probably in
most other arrangements). It therefore sppears that
1sentrople deceleration through the speed of sound in
channels 1s unstable end unattalnable in practice.

In g series of preliminary attempts to produce an
approximetion to 1lsentropic deceleration through the speed
of sound, 1t was found that supersonic flow could not be
started Into diffusers designed to produce this flow. In
diffusers with a larger throat area, the normal shock
jumped from a position ahead of the diffuser to a position
In the diverging psasrt of the diffuser. Flows of the type
shown in figure 2(b), which involve a normal shock in the
diverging part of the diffuser, were found to be stable.

Contractlion rstio and losges.- An important part of
the losses In s supersonic dilfuser are associated with
the dissipation accompanying the normal shock in the
diverging part of the diffuser. It is therefore important
to conslder the factors that determine its intensity. As
in a Laval nozzle, the position of the shock wave is
controlled by the back pressure on the diffuser and moves
upstream as the back pressure is increased. When the back
pressure forces the shock to a point close to the minimum
area of the diffuser, the shock Mach number approaches
1ts lowest value and the associated losses are minimized,
The magnitude of these minimum losses depends upon how
much the air entering the diffuser is slowed up by the
time 1t reaches the minimum cross section. The more the
entrance area of the diffuser can be contracted, the lower-
the Mach number of the normal shock and the greatser the
efficlency of the diffuser. It 1s therefore valuable to
consider what determines the meximum contraction ratio
that can be used. (Contraction ratio is defined as the
ratio of the ares at the entrance of a diffuser to the area
at its minimum section. See fig. 2(b).)

In most appllications, the establishment of supersonic
flow 1s preceded by & normal shock traveling downstream.
If this normal shock is to move into the diffuser at a
given entrance Msch number and thus estsblish supersonic
flow,  -the throat of the diffuser must be largs enough to
permlt the passsge of the mass flow in a stream tube
having an ares thsat corresponds to the entrance area of
the diffuser and a total head that corresvonds to the
value behind a normsl shock at the entrance Mach number.
Thus, 1f the throat area has a minimum velue for a given
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entrance Mach number, the Mach number at the throat will

be close to 1 when there 1s a normal shock ahead of the
diffuser. An approxlmation to the contraction ratio that
produces this condition can be found from conventional
one-dimensional-flow theory. The conditions after the
normal shock sre known from the usual normal-shock equations
and it is necessary merely to find the strsam tube contrac-
tion, which increases the Mach number at the throat to 1.
Since the mass flow per unit area at the lMach number of 1
for a given stegnation temperature is proportional to the
total head, the maximum permissible contraction ratio is
egqual to the contraction ratio that would be required for

an isentropic compression to the Mach number of 1 (from

the initial supersonic conditions) multiplied by the
total-head ratio across the normel shock. The maximum
theoretical contraction ratio that permits starting of
supersonic flow 1s computed in this way in appendix A and

is shown in figure 3. If the throat area were reduced

after supersonic flow had been established or if the flow
through the diffuser were started by temporarily increesing--
the entrance Mach number to a value greater than the
design value, & less intense shock and lower losses could
probebly be obtained. In these cases, the lowsest limit
of the shock intensity would be provided by stablility
consliderations.

For diffusers in which the geometry (particularly
the throat area) cannot be varied and in which the super-
sonic flow cannot be started by temporarily increasing the
entrance Mach number, the minimum-loss diffusion occurs
with the shock just downstream from the minimum section.
The Mach number preceding such a shock (with isentropic
flow assumed) can be found from the computed contraction
ratio (fig. 3) and squation (2) of appendix A. The total-
heed loss across.a normal shock at this Mach number
(equation (L), appendix A) is then an approximation to
the minimum losses (with boundary-layer losses neglected)
in & supersonic diffuser subject to the foregoing starting
restrictions. The performances of diffusers obtained in
this way are given in figure L.

It should be pointed out that these thsooretical
considerations are derived with the tacit assumptien that
conditions in & plsasne perpendicular to the axis of the
channel are constant; that is, one-dimensional flow 1is
-assumed. PFor example, the occurrsnce of oblique shocks
at the entrance of g diffuser would slightly alter these
conditions; in particular, the normal shock in the diverging



NACA ACR No. L5D20 5

pert of the diffuser would have a somewhat redyged
Intensity and the theoretical efficiency wouldide some-
what higher. It is considered, however, that the general
features would not be much altered by the departures from
oné-dimensional flow that would occur in diffusers such

as those discussed in the experimental part of this report.

EXPERIMENTAL TECHNIQUE

In order to investigate experimentally the properties
of constant-geometry supersonic diffusers, the aspparatus’
shown schematicsally in figure 5 was designed and con-.
structed. The settling chamber was connected to a supply
of dry compressed air controlled by .a valve in such a way
that the chamber pressure could be held constant at any
desired value. The air lsft the chamber through inter-
changeable two-dimensional nozzles thet were designed to
give parallel flow. at various desired Mach numbers. The
feather-edge tip of the diffuser (fig. 6) was held in the
center of the supersonic jet at the exit of the nozzle.
The experimenteal arrangement was designed to study the
operation of supersonic diffusers thest started without
inltial boundary lasyer. This condition was studied for
two reaesons: (1) It is the simplest defined boundary-
layer condition to obtain experimentaelly, and (2) 1t is
considered to approximate more closely then any other the
boundary-layer conditicns that occur st the entreance to
supersonic diffusers used in compressors. A long sub-
sonlc diffuser cone behind the supersonic diffuser tip
was provided to complete the diffusion process. The valve
behind the cone was used to control the back pressure in
the subsonic portion of the diffuser and an orifice was
used to measure the mess flow through the diffuser. The
surface in the supersonic diffuser tips was machined
steel, whereas the cone in the subsonic portion was rolled
and finished hesvy sheet stesl.

In order to compere the efficiencles of the various
diffuser combinstions tested, two quentities were required:
(1) the percentege of the total head that the diffuser
recovered end (2) the entrance Msch number at which the
diffuser attsined this recovery.

Because the losses In well=deslgned supersonic
nozzles are smsll, the absolute pressure in the settling
chamber was sssumed to be the total head before diffusion.
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This pressure was measured with a large mercury manometer.
The total head after diffusion can be assumed equal to the
static pressure at the end of the subsonic diffuser cone
without appreciable error, inasmuch ss the kinetlc energy
at the end of the cones was of the order of 0.16 percent
of the entering kinetic energy. A mercury manometer was
uged to measure the difference between the total heads
before and after diffusion. These two measurements were
sufficlent to determine the percentage of total head
recovered. :

The mass flow péer unit arée end the stagnation con-
ditions are sufficient to determine the Mach number at
any point. (See equation (2), appendix A.) The Msach
number at which a diffuser was operating wes determined
by meesuring the mass flow through the diffuser, which
had a known entrance sres, and by measuring the settling
chamber pressure and temperature that correspond to
stagnation conditions.

Two other observations were made. The pressure just
inside the supersonic tip of the diffuser was mesasured to
make sure that the shock had passed down the diffuser and
that supersonic flow existed in the contracting portion.
The flow in the nozzle and into the diffuser was observed
with a schlleren system to check visually whether the
shock had entered the diffuser.

In ordsr to make a test, the nozzle Was brought up
to design speed by lncreasing the pressure in the settling
chamber p, to0 some value that wes held constant through-

out the test. The throttling valve behind the diffuser
cone was open and the shock pessed down the diffuser, if
the contraction ratio permitted, and stopped at some place
In the diffuser cone. The throttling valve was then
slowly closed, thus increasing the pressure at the end of
the cone .pp and pushing the shock upstream to lower and

lower Mach numbers. When the shock had been moved upstream
as far as possible, that 1s, Just downstream from the
minimum sectlon of the diffuser, psy reached its maximum

value. Although py was Increased during this process,

the mass flow through the diffuser was not affected because
the flow was supersonic into the diffuser tip. When the
valve was closed farther, the shock wave passed the mini-
mum section and suddenly moved out In front of the diffuser.
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The mess flow lmmediately. dropped-(and continued to drop
s the valve was closed farther) and the pressure inside
the diffuser tip immedliately Jumped to & subsonic value.

" The results of a typical test are presented in fig-
ure 7. The breaks in the mass-flow and tip-pressure
curves give an excellent indicatlion of when the diffuser
was operating at maximum efficiency end when 1t falled
to act as & supersonic diffuser. The slight change in
mass flow while the diffuser was operating was ‘due to the
fact that the pressure in the settling chamber varied
slightly from the beginning to the end of the test run.
The curves Indicate that a given diffuser may have any
value of total-head recovery, up to a certein maximum,
depending upon the position of the shock. Therefore, the
obvious method of comparing the performaence of a number
of diffusers is to compare their maximum recoveries.

RESULTS AND DISCUSSION

The primary design paremeter of & supersonice diffuser
ia 1ts contraction ratio, which determines the minimum
Mach number at which the supersonic diffuser operates and
ths amount of compression that the entering alr undergoes
before it must negotiate the normal shock. If the con-
tractlon retie of s diffuser 1s increased, the minimum
Mach number at which it operstes theoretically increases
as shown in figure 3. The minimum Mach numbers at which
a number of diffusers were observed to operate and the
Mach numbers at which they first failed to operate are
shown in figure 3. The polnts so plotted give excellent
agreement with the theoretical contractien-ratio curve.

As was polnted eut previously, the effect of contrac-
tion ratio upon the performence of a supersonic diffuser
should be approximately as shown in figure li. The observed
performances of three diffussrs with different contraction
retlios are plotted in figure 8., The effect of contraction
ratio 1s very similar to the approximate theoretical
results shown in figure lt. The indiceted discrepsncy
between experimental and theoretical results is probebly
chiefly due to losses in the subsonic portion of the
diffuser. .

After the contraction ratio of a supersonic diffuser
has been fixed according to the minimum Mach number at
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which it must operate, two other parameters - the entrance-
cone engle and the exlit-cone angle - may be considered.

Owing to the difficulty of measuring the exact
entrance angles on the small diffusers tested, the data
evalusting the effect of the entrance-cone angle are not
congidered quantitative and are not presented herein.

The trend observed, however, was that the larger the
entrance-cone angle, the better_the performsance of the
diffuser. Further experiment 1s needed to determine the
optimum entrance-cone sangles although, for the three
diffusers of figure 8, the entrance-cone angles are
probably so close to the optimum that no large gain in
recovery could be expected from e change in this parameter.
In the diffusers tested, the internal shape was falred in

a smooth curve between the entrance cone and the exlt cone.
The curve was close to a clircular arc end started very near
the leading edge of the entrance cone.

Two diffusers of equal contraction ratio and entrance-
cone sngle but different exit-cone angle were tested. The
performences of the two diffusers with exlt-cone angles
of 5° end 3° are plotted in figure 9. The diffuser with
an exit-cone angle of 2° was found to glve consistently
higher recoveries. As 1s pointed out in reference 5, the
boundary layer 1s thick after a normal shock and therefore
the pressure recovery in the- subsonic cone must be slow
to prevent separation. The 8lightly different shepe of
the performance curve of these diffusers when compared
with the other diffusers reported (fig. 8) may be due to
the fact that, although the two diffusers correspond
closely to each other except for exit-cone angles, they
do not correspond to the other three diffusers.

The totsl-head recoveries messured in the experiments
were trensformed into energy efficiencies. The energy
efficlency m 1s defined as the percentage of avallable
kinetlic energy recovered in the diffusion process or the
kinetic energy of an expansion from the pressure st rest
.after diffusion - Pp to the pressure at the entrence of

the diffuser pg divided by the kinetic energy of an
expansion from the initial chamber pressure p, to pg.

Becsuse no extsernesl work is done, the whole process of
expansion &and diffusion 1s & throttling process and the
stagnstion tempereture T, 1s the same after diffusion
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a3 in the settling chamber: The equafion for the energy
efficlency may be wrlitten

,.FWTM.__/be.R/Ep
p|To = Ta5,/

-

2¢, P\ 00
L i

c

The symbols are defined in eppendix B. When —= = 3.5,
1/3.
ﬂ:l-iﬁ?)/ﬂ-l (1)

where M 18 the Mach number of the flow entering the
diffuser.

The efficiencies obtained by equation (1) are compared
in figure 10 with the typicsl efficiencies (converted to .
efficiency as defined in equation (1))of the work previously
done with supersonic diffusers presented by Crocco in
reference 1, the efficiency of a normal shock (combined
with compression to rest without further loss), and the
approximate maximum theoretical efficiency for constant-
geometry diffusers prevliously derived. Figure 10 shows
that the normal-shock efficlency msy be exceeded and that
energy recoverles of over 90 percent can be obtained up
to a Mach numbsr of 1.85; thus, the results presented for
supersonlc diffusers in reference 1 are far too conservative
for diffusers that have no initial boundary layer.

CONCLUDING REMARKS

An investigation of the decsleration of air in channels
from supersonic to subsonic velocitles was conducted. A
chennel flow Involving the shock-free decelerstign of =
gas stresm through the local speed of sound was found to
be unstable. A stable flow probably involves a normal
shock in the divergling part of the diffuser. The losses
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Rt

—~
involved in thls normel shock can be minimized by making
the throat area as small as posslble for a given entrence
Mach number. The maximum contraction ratio that permits
starting of supersonic flow at a given entrance Mach
number has been calculsted and checked very closely by
experiment. : -

With the use of these results, diffusers were designed
which, starting without initial boundery leyer, recovered
over 90 percent of the kinetic energy in supersonic sair
streams up to a Mach number of 1.85.

Langley Memorial Aeronsutical Laboratory
Netional Advisory Commlittee for Aeronautics
Langley Pield, Va.
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APPENDIX A
CALCULATION OF MAXIMUM PERMISSIBLE CONTRACTION RATIO

It can be shown that the mass flow per unit area at
Mach number M 1is _

o

where the symbols are defined in appendix B.

, The isenfropic area-contractlion ratio from a Mach
number M to.the locel veloclity of sound is then

( PV)M=1
(pVin

(3)

where oV 1s computed from equation (2).

When alr crosses a shock wave, its stagnation
temperature is unchanged; hence, the reduction in possible
mass flow per unit area, from equation (2) and the perfect
‘gas law, 1s proportional te the total-head loss across.
the shock. The total-head ratio p5/p’_ across a normal

shock wave can be shown to be

v+l 2y

¥ + l)y-l M;:-I
y =1

()

0|3
® W
|

- _ -
(2_+M2>7f“-’tr 2y M2_1>T,“-"I
¥y - 1 i y =1

Multiplying equsetion (L) by expression (3) gives the
meximum contraction retlio that permits supersonic flow to.
"start in a diffuser. This quantity is plotted in figure 2.
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APPENDIX B

SYMBOLS

ratio of specific heat at constant pressure to
specific heat at constant volume

density

velocity of sound

velocity

Mach numbér

sbécific heat at constant pressure
gas constant

efficiency

pressure at entrance of diffuser
pressure at rest after diffusion
initial chamber preséure

total head after normsel shock wave

pressure et internal lesding edge of supersonic
diffuser (see fig. 7)

design Mach number of supersonic diffuser; that
1s, minimum starting Mach number of diffuser
with given contraction ratio .

entrance angle of diffuser (see fig. 6)

exit angle of diffuser »
dimensions used in fig. 2

contraction ratio (see fig. 2(b))
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S paésage area
T temperature

The subscript o refers to initial stagnatisn conditions.
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Figure 2.- Flow in a converging-diverging diffuser.
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constant-geometry diffusers

Approximate maximum efficlency for

with theoretical results and with results of former experiments.

Experimental points are from same tests as those shown in
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